FOR AGRICULTURE & GARDEN
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SEM-25L SEM-25X

H Specifications

[_____Model __| SE-25L SEM-25X SEM-25L | SEM-25E

Connection Dia 25 mm (1")
a Connection Thread Outer Pipe Thread
% Total Head 35 m (115 ft) 40 m (131 ft) 35 m (115 ft) 30 m (98 ft)
o Delivery Volume 110 L/min (29 USG/min) 125 L/min (33 USG/min) 115 L/min (30 USG/min) 110 L/min (29 USG/min)
Max. Suction Head 8 m (26 ft)
Type Forced Air Cooling 2 Stroke Gasoline Engine
Model Robin EC025GR Mitsubishi TL33 Mitsubishi TU26 Mitsubishi TLE20
Exhaust Volume 24.5 cc 32.6 cc 25.6 cc 19.8 cc
W Rated Output 0.55 kW (0.75 PS) / 6000 rpm _ _ _—
Z Max. Output 0.88 kW (1.2 PS) /7000 rpm  1.27 kW (1.7 PS) /7000 rpom  1.03 kW (1.4 PS) / 7500 rpm  0.82 kW (1.1 PS) / 7500 rpm
% Fuel 2 Stroke Mixed Gas and Oil
- Fuel Tank Capacity 0.6L 09L 0.6 L 04L
Continuous Operating Time Approx. 50 min Approx. 60 min Approx. 60 min
Starting Method Recoil Starter
Standard Accessories 1 Strainer, 2 Hose Couplings, 3 Hose Bands, 1 Engine Tool Set
Gross Weight 6.0 kg 9.0 kg 6.5 kg
Dimensions LxWxH (mm) 310 x 255 x 347 365 x 273 x 410 345 x 260 x 345 320 x 280 x 353
Packing Unit 1

HIDELS PUMPS (25 mm [1"])

Up to 50% Fuel Saving & Noise Reduction’
Double Life Span

* Fuel consumption and engine noise are half of

2 stroke engine.
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(Available 25 mm Hose Set New Spray

N-Type Hose Set R-Type Hose Set - SJ-20
* Washing of agriculture & » Washing of agriculture machinery e Large volume of
construction machinery » Water sprinkling to the field spraying water

* 1 Coupling set
(20 mm)

_* 1 Hose nipple

\(20 mm x 15 mm)

e 1 Delivery hose (8 m) ¢ 1 Delivery hose (8 m) \

* 1 Nozzle (Jet) * 1 Nozzle (Jet & Mist) —_—

\_

H Specifications

| Model | SE-25F | SE-25FH SEH-25L | SEH-25H | __SEM-25F |

Connection Dia 25 mm (1")
a Connection Thread Outer Pipe Thread
% Total Head 35 m (115 ft) 42 m (138 ft) 32 m (105 ft) 43 m (141 ft) 35 m (115 ft)
% Delivery Volume 110 L/min (29 USG/min) 125 L/min (33 USG/min) 115 L/min (30 USG/min) 135 L/min (36 USG/min) 140 L/min (37 USG/min)
Max. Suction Head 8 m (26 ft)
Type Forced Air Cooling 4 Stroke Gasoline Engine
Model Robin EH025 Robin EH035 Honda GX25 Honda GXH50 Mitsubishi GM82
Exhaust Volume 245 cc 33.5 cc 25Jce 49.4 cc 80 cc
% Rated Output 0.55 kW (0.75 PS) /7000 rpm  0.81 kW (1.1 PS) / 7000 rpm 1.3 kW (1.8 PS) / 3600 rpm
@ Max. Output 0.81 KW (1.1 PS) /7000 rpm  1.18 kW (1.6 PS) /7000 rpm  0.72KW (1.0 PS)/7000 rpm 1.6 KW (2.2 PS) /7000 rpm 1.8 kW (2.4 PS)
E Fuel Automotive Unleaded Gasoline
Fuel Tank Capacity 05L 0.65 L 0.58 L 0.77 L 1.6L
Continuous Operating Time Approx. 60 min Approx. 50 min Approx. 1 hr Approx. 50 min Approx. 2 hrs 50 min
Starting Method Recoil Starter
Standard Accessories 1 Strainer, 2 Hose Couplings, 3 Hose Bands, 1 Engine Tool Set
Gross Weight 6.6 kg 9.5 kg 7 kg 12.5 kg 17 kg
Dimensions LxWxH (mm) 398 x 300 x 355 398 x 300 x 355 398 x 300 x 355 398 x 300 x 355 465 x 360 x 390

Packing Unit 1




HIDELS PUMPS witH ROBIN ENGINE

Strong & Durable Engine

* Highly effective mechanical seal made with special carbon ceramics provides extra durability.
e Entire unit is protected by sturdy rollover pipe frame.
e Strong and lightweight die-cast aluminum pump.
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H Specifications

| Model | SEs0x |  SE-80x [ SE-100x | SE50EX | SE-80EX [ SE-100EX |
Connection Dia 50 mm (2") 80 mm (3") 100 mm (4") 50 mm (2") 80 mm (3") 100 mm (4")
o Connection Thread Outer Pipe Thread
% Total Head 30 m (98 ft) 26 m (85 ft) 28 m (92 ft) 30 m (98 ft) 31 m (102 ft) 27 m (89 ft)
= Delivery Volume 600 L/min (158 USG/min) 930 L/min (246 USG/min) 1450 L/min (383 USG/min) 600 L/min (158 USG/min) 970 L/min (256 USG/min) 1350 L/min (356 USG/min)
Max. Suction Head 8 m (26 ft)
Type Forced Air Cooling 4 Stroke Gasoline Engine
Model Robin EY15-3D  Robin EY20-3D Robin EY28-D Robin EX13 Robin EX17 Robin EX27
Exhaust Volume 143 cc 183 cc 273 cc 126 cc 169 cc 265 cc
% Rated Output 2.0kW (2.7 PS) /3600 rpm 2.6 kW (3.5 PS) /3600 rpm 4.0 kW (5.5 PS) /3600 rpm 2.2 KW (3.0 PS) /3600 rom 2.9 kW (4.0 PS) /3600 rpm 5.1 kW (7.0 PS) / 3600 rpm
© Max. Output 2.6 kW (3.5PS) /4000 rpm 3.7 KW (5.0 PS) /4000 rpm 5.5 kW (7.5 PS) /4000 rpm 3.2 KW (4.3 PS) /4000 rom 4.2 kW (5.7 PS) /4000 rpm 6.6 kW (9.0 PS) /4000 rpm
E Fuel Automotive Unleaded Gasoline
Fuel Tank Capacity 2.8 L 3.8L 5.5 L 2.7L 3.6L 6.1L
Continuous Operating Time  Approx. 2 hrs 40 min Approx. 3 hrs Approx. 2 hrs 40 min Approx. 2 hrs 30 min
Starting Method Recoil Starter
Standard Accessories 1 Strainer, 2 Hose Couplings, 3 Hose Bands, 1 Engine Tool Set
Gross Weight 23 kg 34 kg 55 kg 24 kg 30 kg 55 kg
Dimensions LxWxH (mm) 489 x 340 x 435 535 x 380 x 487 650 x 453 x 660 500 x 395 x 440 540 x 400 x 480 487 x 680 x 684
Packing Unit 1

HIDELS PUMPS witH KEROSENE / DIESEL ENGINE

Kerosene Engine Pumps
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B Specifications

|____Model | _ SE-50XK___| __SE-80XK___| __SE-50XD SE-80XD___| __SE-100xD___|

Connection Dia 50 mm (2") 80 mm (3") 50 mm (2") 80 mm (3") 100 mm (4")
a Connection Thread Outer Pipe Thread
= Total Head 23 m (75 ft) 26 m (85 ft) 23 m (75 ft) 24 m (79 ft)
B Delivery Volume 560 L/min (148 USG/min) 880 L/min (232 USG/min) 560 L/min (148 USG/min) 900 L/min (238 USG/min) 1100 L/min (290 USG/min)
Max. Suction Head 8 m (26 ft)
Type Forced Air Cooling 4 Stroke Kerosene Engine Forced Air Cooling 4 Stroke Diesel Engine
Model Robin EY15-3DK Robin EY20-3DK Robin DY23-2D Robin DY27-2D
Exhaust Volume 143 cc 183 cc 230 cc 265 cc
- Rated Output 1.6 kW (2.2 PS) /3600 rpm 2.3 kW (3.1 PS) /3600 rpm 3.1 kW (4.2 PS) / 3600 rpm 3.7 kW (5.0 PS) /3600 rpm
Z Max. Output 2.4 kW (3.3 PS) /4000 rpm 3.2 kW (4.3 PS) / 4000 rpm 3.7 kW (5.0 PS) / 3600 rpm 4.0 kW (5.5 PS) / 3600 rpm
(uz'lj Fuel Kerosene (Gasoline for starting) Diesel
Continuous Operating Time Approx. 2 hrs 30 min Approx. 3 hrs 30 min Approx. 3 hrs Approx. 2 hrs 30 min
Starting Method Recoil Starter
Standard Accessories 1 Strainer, 2 Hose Couplings, 3 Hose Bands, 1 Engine Tool Set
Gross Weight 25 kg 34 kg 47 kg 50 kg 64 kg
Dimensions LxWxH (mm) 489 x 362 x 435 535 x 380 x 487 583 x 423 x 515 583 x 423 x 515 674 x 455 x 713
Packing Unit 1



HIDELS PUMPS witH HONDA ENGINE

Complete Range of Water Pumps
Powered by Honda Engine

* Highly effective mechanical seal made with special carbon ceramics provides extra durability.
e Entire unit is protected by sturdy rollover pipe frame.
* Strong and lightweight die-cast aluminum pump.
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H Specifications

| _Model | SEH50Xx |
Connection Dia 50 mm (2") 80 mm (3") 100 mm (4")

a Connection Thread Outer Pipe Thread

= Total Head 30 m (98 ft) 26 m (85 ft) 28 m (92 ft)

o Delivery Volume 600 L/min (158 USG/min) 930 L/min (246 USG/min) 970 L/min (256 USG/min) 1450 L/min (383 USG/min)
Max. Suction Head 8 m (26 ft)
Type Forced Air Cooling 4 Stroke Gasoline Engine
Model Honda GX120 Honda G200 Honda GX160 Honda G200 Honda GX240
Exhaust Volume 118 cc 197 cc 163 cc 197 cc 242 cc

o Rated Output 2.1kW (2.9 PS) /3600 rpm 2.8 kW (3.8 PS) /3600 rpm 2.9 kW (3.9 PS) /3600 rpm 2.8 kW (3.8 PS) /3600 rpm 4.4 kW (6.0 PS) / 3600 rpm

© Max. Output 2.6 kW (3.5 PS) /3600 rpm 3.7 kW (5.0 PS) / 3600 rpm 3.6 kW (4.9 PS) /3600 rpm 3.7 kW (5.0 PS) / 3600 rpm 5.3 kW (7.2 PS) / 3600 rpm

& Fuel Automotive Unleaded Gasoline
Fuel Tank Capacity 2L 4.3 L 3.1L 4.3L 53L
Continuous Operating Time Approx. 2 hrs Approx. 3 hrs Approx. 2 hrs 10 min Approx. 3 hrs Approx. 2 hrs 30 min
Starting Method Recoil Starter

Standard Accessories 1 Strainer, 2 Hose Couplings, 3 Hose Bands, 1 Engine Tool Set

Gross Weight 24 kg 29 kg 34 kg 32 kg 59 kg

Dimensions LxWxH (mm) 493 x 377 x 415 527x 429 x 535 530 x 399 x 473 527 x 429 x 535 680 x 487 x 684

Packing Unit 1

HIDELS PUMPS witH MITSUBISHI ENGINE

Powered by Durable Mitsubishi Engine

* Highly effective mechanical seal made with special carbon ceramics provides extra durability.
* Entire unit is protected by sturdy rollover pipe frame.
* Strong and lightweight die-cast aluminum pump.
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H Specifications

SEM-BOX ‘EEEI:I:E-

Connection Dia 40 mm (172") 50 mm (2") 80 mm (3") 100 mm (4")
o Connection Thread Outer Pipe Thread
= Total Head 32 m (105 ft) 30 m (98 ft) 29 m (95 ft) 28 m (92 ft)
o Delivery Volume 270 L/min (71 USG/min) 600 L/min (158 USG/min) 970 L/min (256 USG/min) 1380 L/min (365 USG/min)
Max. Suction Head 8 m (26 ft)
Type Forced Air Cooling 4 Stroke Gasoline Engine
Model Mitsubishi GM82 Mitsubishi GM132 Mitsubishi GM182 Mitsubishi GM231
Exhaust Volume 80 cc 126 cc 181 cc 215 cc
% Rated Output 1.3 kW (1.8 PS) /3600 rpm 2.1 kW (2.8 PS) / 3600 rpm 3.3 kW (4.5 PS) /3600 rpm 3.7 kW (5.0 PS) / 3600 rpm
@ Max. Output 1.8 kW (2.4 PS) 2.9 kW (4.0 PS) 4.4 kW (6.0 PS) 5.1 KW (7.0 PS)
& Fuel Automotive Unleaded Gasoline
Fuel Tank Capacity 1.6L 25L 3.8L 451L
Continuous Operating Time Approx. 2 hrs 50 min Approx. 3 hrs
Starting Method Recoil Starter
Standard Accessories 1 Strainer, 2 Hose Couplings, 3 Hose Bands, 1 Engine Tools Set
Gross Weight 19 kg 25 kg 33 kg 52 kg
Dimensions LxWxH (mm) 493 x 377 x 406 506 x 402 x 444 539 x 429 x 512 650 x 462 x 640
Packing Unit 1




